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Overview 

RCW-600WiFi is a temperature and humidity monitor based on Internet of Things technology. It is widely used in 

foodstuffs, catering, logistics and industries that require HACCP system certification. It can transmit data via Wi-Fi to 

Elitech Cloud. Users can view, manage and monitor data online remotely by browser or smart phone APP. It can send alarm 

reminders via Cloud and buzzer. The device has one temperature-humidity-combined sensor. With a built-in rechargeable 

lithium battery, it can provide real-time data uploading and platform alarm service even in case of cold storage power 

outage.  

 

 

Features  

 ̧ Adopt high sensitivity probe with short response time  

 ̧ Keep running for at least 6 hours after power supply cut-off. 

 ̧ Set alarm thresholds and alarm reminder. The LED indicator will flash and buzzer will beep in case it is beyond the 

thresholds. 

 ̧ Set uploading interval and control data records freely. 

 ̧ Record 20000 readings, with no data storage limit in server. 

 ̧ Connect Wi-Fi access point, collect data and upload real-time data to the Cloud. 

 ̧ Export data flexibly in multiple formats via the Cloud. 

 

 

Specifications 

 ̧ Power supply: 5V/1A(DC) 

 ̧ Measurement range: Temperature: -40Ņ~80Ņ; Humidity: 10~95%RH 

 ̧ Accuracy: Temperature: ± 0.5Ņ (-20Ņ~ 40Ņ); ± 1Ņ(others); Humidity: ±5%RH  

 ̧ Temperature resolution: 0.1Ņ 

 ̧ Temperature sensor: NTC; Humidity sensor: Honeywell 

 ̧ Temperature/Humidity sensor wire length: 2m 

 ̧ Data uploading interval: 1 min to 24 hours 

 ̧ Off-line record capacity: 20,000 readings  

 ̧ Alarm output: LED indicator, buzzer, platform reminder 

 ̧ Communication port: Wi-Fi 

 ̧ Standby battery: 3.7V 1100mAH lithium battery 

 



Appearance 

 

How to install 

 

 

 
The front                                     The back 

           

How to connect the sensor 



Touch buttons 

 

̔enter a menu item. 

̔shift left/right to change parameters. 

̔shift up/down to select the desired item. 

̔return to last interface. 

̔lock/unlock the screen. 

 

How to obtain GUID 

 

Step 1: Click  in the main interface. 

Step 2: Use  and  to locate the cursor at ά5. About the deviceέ. 

Step 3: Click  to gain the GUID (20-digit number). 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Change network to Wi-Fi 

1.Use a computer with a wireless LAN to change the deviceΩs network to Wi-Fi. 

After the device is turned on, press the reset button on the back of the device for about 5 seconds to restart it. 

 

 
 

2. Connect the wireless network: 600wifi ******  

Use a computer that can connect to a wireless network, turn on the wireless network, search for wireless signals and 

connect to the corresponding device's wireless network: "600wifi ******".  

 

 



3. Log in the device IP address: http://192.168.2.1 

 

 

 

 

4. Log in 

User name: admin; original password: admin. 

 

 
 

5.Setting interface 

 

 

http://192.168.2.1/


 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



How to use Elitech Cloud 

1.Type in url 

Open the url www.i-elitech.com  

 

 

 

2.Log in or register 

Use your username and password to log in the Cloud if you have an account. If you are new, please register an account. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.i-elitech.com/


3.Add device 

/ƭƛŎƪ ά5ŜǾƛŎŜǎέ-Ҕ ά!ŘŘ 5ŜǾƛŎŜέΣ ǘȅǇŜ ƛƴ D¦L5 όол-ŘƛƎƛǘ ƴǳƳōŜǊύ ŀƴŘ ŘŜǾƛŎŜ ƴŀƳŜΣ ŀƴŘ ŎƭƛŎƪ ά{ŀǾŜέΦ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



4.Set parameters 

 

 
 

 

 

 

 

 

 



5.View data and chart 

 

 

 

  

 

  

 

 



6.Push configuration 

Push alarm information via the Cloud platform. 

 

 

 

 
 


